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Wiring diagram 
Engine 
MD201081CID, MD2020BICID, MD20308/C/D, MD2040B/C/D 
2 
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Batte ry 
Main switch 
Starter motor 
Ahemator 
plug • 
Starter relay 
4 
Coolant temperature relay (normally 
open, closesal 
Cool ant temperaturc sensor 
Connector. 16->ole 
Glov.' relay 
Fuses (4 pcs), max. I EA (+) 
Magnctising resistancc (33Q:9Wl 
Oil pressure relay. engine (normally 
apen, Closed at oa har) 
Oil pressure sensor 
Orange 
Red 
Black 
White 
Yellow 
12 
13. 
14. 
• MD2010: 2 Other engines• 3pcs 
Cable colours 
LBL 
LEN = 
Blue 
Light blue 
Brown 
Light brown 
Green 
Grey 
w 
Cable areas in mm2 are given after the Colour code in the wiring diagram. 
Areas not given I.O mm2 
Dashed cables are not included from Volvo Penta. 
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Wiring diagram 
Instrument panel, alternative 
MD2010B/C/D, MD2020B/C/D, MD2030BIC/D, MD2040BIC/D 
* (without key switch) 
1 
2 
4 
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Instrument lightng 
10 
3 
Cable colours 
Blue 
Grey 
Orange 
Purple 
White 
Yellow 
13 
14 
15 
12 
13 
14 
15. 
Tachometer Rith built-in hour counter (accessory). 
alt _ blind plug 
Connector for connection of extra warning display 
(accessary) 
Electronics unit (alarm) 
Warn ing lamp. coolanttemperature 
Warning lamp, Oil pressura 
Warning lam;y charging 
Control lamp, glowing 
Starter button 
Pressure switch. instrument panel OnlOff 
position 
(acccssoryj 
Serni conductor dicOe 
Alarm 
Toggle switctm Glowing — Alarm testiAcknowIedging 
16-pole connectian 
Cable areas in mma are given after the Colour code 
in the wiring diagram. 
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Wiring ciagram

Engine MD2010B/C/D, MD2020B/C/D, MD2030B/C/D, MD2040B/C/D
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1. Batery 7. Glowrsiay 12 Coolanttemperature relay (nomally

2. Mainswich B, Fuses (4 pos). max. 194 (+) open, doses al 100C +2.C, 212F $35F)

4 Starormotar 5. Magnatisingrosistanco (300/04)  13. Goolanticmporaturo sonsor

4. Atemator 10. Oilpressure elay.engine normally 14, Connector. 16-pole

& Glawplug® apen, closed 3103 #0.1 nar)

6. Starorrolay 1. Ol pressure sensor

*MD2010: 2 pes. Other enghnes: 3 pes.

Cable colours

Blue Orangs
Light blue Red
Brown Black
Light brown white
Green Yellow
Gray

Cable areas in mm? are given after the colour code in the

Areas not given = 1.0 mm,
Dashed cables are not included from Volvo Penta.
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Wiring diagram

Instrument panel, alternative “A” *
MD2010B/C/D, MD2020B/C/D, MD2030B/C/D, MD2040B/C/D

* (without key switch)
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[ r—— Cable colours
2 Tuchometerwih bullin our counter(oessory), o - e
3t binapug B B
5. Gonnectortor connscton f extrawarmingdisplay
(acoessory] o - g
4. Elooronics unt (alarm) R = Grey
5. Waminglamp, coolanttemperature OR Orange
& Werninglanp, onpressurs PU = Puple
7. viaminglamp.charging R = Red
& Controllmp,gowing S8 - Black
o Stanortuton W= wnio
0. Pressureswich, nstrument panel On/ot Y- Yelow
. Conmectorlo connecton ol el posilon swich
) Cable areas in mm are given after the colour code
12 Semiconductordiose in the wiring diagram.

1. Aarm
14 Toggle switch. Glowing —Alarm testAcknoidedging
15, 16-poleconnection
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